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DIMENSIONS
Width 24/52/80/104/144 cm
Height 24/52/184/208/224 cm
Depth 2/8/14 cm
Depth from wall 6/12/18 cm

standard FITTING CROSS-V
EG ø 1/2"
eg. CROSS-V 184-52, EG, SB9010

Large, variously assembled, rectangular 
tubes are used to produce an innovative 

radiator. CROSS-V represents absolute 
linearity: a simple or a double rectangle 

to complete and add the variegated 
CROSS-Q solutions.

STANDARD PRODUCTIONS
White “sablé” SB9010 paintwork-white brackets
Tolerance ± 3 mm - Air vent ø 1/8”

PRODUCTION ON REQUEST
Paintwork to Brem color list with chrome-plated 
brackets	 +15/35%

MODEL Watt ▲ ▽ Height Width Depth Weight Volume  electrical
∆t 50 K tapping cm cm cm M V immersion

centres Kg dm3 heater class I
cm W

CROSS-V 253 5 24 104 2 4,8 2,9 R250IIE
CROSS-V

24-104  
24-144 343 5 24 144 2 6,6 4,0 -

CROSS-V 52-104 316 5 52 104 2 6,0 3,7 -
CROSS-V 52-144 406 5 52 144 2 7,8 4,7 400

480 5 24 104 8 9,7 5,9 -CROSS-2V 24-104  
CROSS-2V 24-144 652 5 24 144 8 13,1 8,0 650

CROSS-2V 52-104 569 5 52 104 8 12,1 7,3 -
CROSS-2V 52-144 731 5 52 144 8 15,6 9,4 -

CROSS-V 184-24 412 5 184 24 2 8,3 5,0 400
CROSS-V 184-52 823 28 184 52 2 16,6 10,1
CROSS-V  184-80 1235 56 184 80 2 24,9 15,1

RD900IIE 
RD1200IIE

CROSS-V 208-24 463 5 208 24 2 9,3 5,7 -
CROSS-V 208-52 926 28 208 52 2 18,7 11,3 RD900IIE
CROSS-V  208-80 1389 56 208 80 2 28 17,0 -
CROSS-V 224-24 506 5 224 24 2 10 6,1 -
CROSS-V 28 224 52 2 20 12,1 -
CROSS-V

224-528 1012 
224-80 1518 56 224 80 2 30 18,3 RD1500IIE

CROSS-2V 184-24 742 5 184 24 8 16,6 10,0
CROSS-2V 184-52 1481 28 184 52 8 33,2 20,2

-         
RD1500IIE

CROSS-2V 208-24 833 5 208 24 8 18,6 11,4 RD900IIE
CROSS-2V 208-52 1667 28 208 52 8 37,4 22,6 -
CROSS-2V 224-24 911 5 224 24 8 20,0 12,2 RD900IIE
CROSS-2V 224-52 1822 28 224 52 8 40,0 24,2 -

5 184 24 14 24,9 15,0 -
5 208 24 14 27,9 17,1 -

  CROSS-3V 184-24 1030 
CROSS-3V 208-24 1158 
CROSS-3V 224-24 1265 5 224 24 14 30,0 18,3 -

Fittings on the back with brackets M8 
Art. REG, depth 8 cm

square valves: Quadra model recommended




